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SHENZHEN BOND OPTOELECTRONICS CO.,LTD. LED LAMP
BDL-C510URUGMBRC RED/GREEN/BLUE
FEATURES
*5mm DIAMETER LAMP
*LOW CURRENT REPUIREMENT
*LOW POWER CONSUMPTION
*VERSATILE MOUNTING ON P.C. BOARD PANEL
*LONG LIFE--SOLID STATE RELIABILITY
PACKAGE DIMENSIONS
8.7 27
©5.8
| | 1.0 15
Red
S - ” Cathode
oy L ” Blue
0.5+ 0.05 Green
—} Red
—K+— Blue
Cathode
—K+—  Green
NOTES:
1. All Dimensions are in millimeters.
2. Tolerance is £ 0.25mm unless otherwise noted.
3. Specifications are subject to change without notice.
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SHENZHEN BOND OPTOELECTRONICS CO.,LTD.

LED LAMP

GENERAL INFORMATION

Viewing
Iv (mcd) @20mA
Angle
Part No. Dice Lens Type
Min. Max. 20
Red (InGaAlIP) 650 1200
Water Clear
BDL-C510URUGMBRC Green(InGaN) 900 1600 70V
Blue (InGaN) 480 900

Note:

Electrical / Optical Characteristics at TA=25/C

1. ©1/2 s the angle from optical centerline where the hous intensity is 1/2 the optical centerline value.

Symbol Parameter Device Typ. Max. Units | Test Conditions
Red 630
- peak Peak Wavelength Green 511 nm [F=20mA
Blue 461
Red 625
-' Dominate Wavelength Green 518 nm [F=20mA
Blue 465
Red 20
"7 | spectral Line Half-width Green 20 nm lF=20mA
Blue 20
Red 1.9 2.3
Ve Forward Green 3.0 3.4 \Y, [F=20mA
Blue 3.1 3.5
Red
IR Reverse Current Green - 10 uA VRrR=5V
Blue
Absolute Maximum Ratings at Ta=25\/C
Parameter Ultra Red Ultra Pure Green| Ultra Blue Units
Total Power dissipation (1) 65 100 100
DC Forward Current 30 30 30 mA
Peak Forward Current (2) 130 130 130 mA
Reverse \Voltage 5 5 5 \Y
Operating/Storage Temperature -40MC To +853C
Notes:
1. 1/10 duty cycle, 0.1ms pulse width.
2. 2mm below package base.
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