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BDS-0603PGC 
SMT Reflow Soldering Instructions  
 
Number of reflow process shall be less than 2 times and cooling  
process to normal temperature is required between first and  
Second soldering process. 
 

 
 

Recommended Soldering Pattern  
<Units:mm>                     

 
 

Tape Specifications  
<Units:mm>   

 

APPROVED:                    CHECKED:                   DRAWN:    
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Intensity And Color Bin Limits 

(1)Intensity Bin Limits (IF=20mA) 
 

SELECTION CODE FOR 
SUPER BRIGHT LEDS 

APPROVED:                      CHECKED:                     DRAWN:    

  

Light intensity in mcd(20mA) 
Green 

 
Group 

 
Min. Max.  

N 110 220 

P 180 320 

Q 280 420 

R 380 550 

Tolerance for each Bin limit is ±0.15. 

(2)Color Bin Limits (IF=20mA) 

COLOR CODE FOR BLUE LEDS + DISPLAYS 

 
Dom.

WaveLength 
(nm) 

Dom. 
WaveLength 

(nm) Group 

 
min. max. 

Group

 
min. max. 

1 500 503 8 521 524 

2 524 527 503 506 9

3 506 509 10 527 530 

4 509 512 11 530 533 

5 512 515 12 533 536 

6 515 518 13 536 539 

7 518 521    

Tolerance for each Bin limit is ±0.15. 
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